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PACKAGING

Operating System Linux

Memory 512 MB RAM

Storage 512 MB NAND Flash

MicroSD Support 4GB and 16GB Class 10 (for video storage)

Power POE Type 1 PD (13W max.)

Dimensions 3 in. x 6 in. x 1.5 in. (7.6 cm x 15.2 cm x 3.8 cm)

Weight 1.1 lbs.

Enclosure White powder-coated, die-cast aluminum. Black available by special order.

Ports USB 2.0, Digital I/O, RS485

BRICKSTREAM® LIVE 

TECHNICAL SPECIFICATIONS

NETWORK

Interface 10/100 Ethernet

Cabling Cat 5e

Addressing DHCP or Static IP

Time Sync SNTP, Daytime Protocol, Proprietary

Data Delivery HTTP, SMTP, FTP

Secure Data Delivery HTTPS, FTPS

Software Upgrade TFTP, HTTP

Interface 10/100 Ethernet

CERTIFICATIONS

ONVIF™ Profile S

CE, FCC, WEEE

Universal Data Capture

for In-Store Customer Analytics

ACCESSORIES

Mounts Stereo: Recessed, Surface, Outdoor
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ABOUT BRICKSTREAM®

Brickstream is a leading provider of behavior intelligence solutions for understanding human behavior in the places 

where people shop, gather, work and play. Brickstream’s technology intelligently captures and analyzes data related to 

the actions of people as they enter, move through and exit an environment, delivering the equivalent of clickstream 

analytics for the brick-and-mortar world and surveillance to improve security. Premier retailers, grocery chains, 

hospitals, banks and others use Brickstream to understand more about their customers and visitors, and draw on the 

insight gained to enhance customer service, optimize resources, reduce loss, enhance security and maximize 

economic opportunities. Headquartered in Atlanta, Brickstream has the largest installed base of 3D analytics smart 

devices worldwide, a global network of partners, and regional offices in Europe and Asia.

For more information, email us at info@brickstream.com or call 1-866-BRICKSTREAM.

MONOCHROME STEREO LENS (2) FOR BEHAVIOR ANALYTICS

Focal Length Options 2.0 mm 2.5 mm 3.0 mm 3.9 mm 6.0 mm

Image Sensor 752 x 480 pixels  Wide VGA, High Dynamic Range (HDR)

STEREO LENS VIDEO

Resolution 0.4 MP

Pan/Tilt/Zoom N/A

COLOR LENS (1) FOR SECURITY VIDEO

Focal Length Options 2.0 mm 2.5 mm

Image Sensor 2,592 x 1944 pixels

COLOR LENS VIDEO

Video Compression H.264

Resolution 5MP

Frame Rate 15 fps @ 1080p resolution

Pan/Tilt/Zoom Digital PTZ (2 areas of interest)

BRICKSTREAM® LIVE 

TECHNICAL SPECIFICATIONS

* 2.0 mm and 2.5 mm monochrome lenses available only paired with 2.0 mm color lens


